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SARACURE 819

1. STRUCTURE 2. PRODUCT NAME & DETAILS
Phenylbis(2,4,6-trimethylbenzoyl)phosphine Oxide
o (Saracure 819)
P%o Product Code : 011456
CAS No. : 162881-26-7
o HS Code : 2931.49.90
Molecular formula : C,;H,,0,P
Molecular weight :418.47
3. REGULATORY INFORMATION
Chemical name Common names and synonyms CAS number EC number
Phenylbis(2,4,6-trimethylbenzoyl) Bis(2,4,6-trimethylbenzoyl) phenylphosphine 162881-26-7 423-340-5
phosphine Oxide oxide
European Inventory of Existing Commercial Chemical Substances (EINECS) Not listed
EC Inventory Listed
United States Toxic Substances Control Act (TSCA) Inventory Listed
China Catalog of Hazardous chemicals 2015 Not listed
Chinese Chemical Inventory of Existing Chemical Substances (China IECSC) Listed
Korea Existing Chemicals List (KECL) Listed
Canadian Domestic Substance List (DSL) Listed
Canadian Non-Domestic Substance List (NDSL) Not listed
Japanese Existing and New Chemical Substances Inventory (ENCS) Listed
4. SPECIFICATION
Physical Appearance : Pale Yellow to Yellow Powder
Identification (HPLC) : Identical
Boiling Point :130-134°C
Purity : NLT 98%

Disclaimer

Typical properties shouid not be considered as specification.

Product covered by valid patents are not offered or suppiied for commercial use. The Patent position shouid be verified by the customer.
Products will not be supplied to countries where they could be in conflict with existing patents.

Products currently covered by valid US patents are offered for R&D use in accordance with 35 USC 271 (e) (1)

Above information is given in good faith and without warrenty.
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Disclaimer

SARACURE 819

: Saracure 819 is a versatile photoinitiator for radical polymerization of unsaturated

resins upon UV light exposure. Saracure 819 is Type | Free Radical Photoinitiator.

Saracure 819 can be used in colored UV-curable plastic coatings.

UV coatings have been widely used in plastic housings of various electronic and
home appliance products due to their excellent performance and efficient production,
but UV coatings are added after coloring.

Main Application:
Graphic Arts, Wood Coatings, Plastic Coatings, Metal Coatings, Electronics,
Adhesives and others (Pigmented coatings, offset, flexo, and screen inks).

: Non-Hazardous substance.

: 50 MT. Irritant

: Store at ambient temperature in dry place away from direct sun light.

: 25kg corrugated box pallet.

: 3 years.

Typical properties shouid not be considered as specification.

Product covered by valid patents are not offered or suppiied for commercial use. The Patent position shouid be verified by the customer.
Products will not be supplied to countries where they could be in conflict with existing patents.

Products currently covered by valid US patents are offered for R&D use in accordance with 35 USC 271 (e) (1)

Above information is given in good faith and without warrenty.
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